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Position monitors are implemented in three undulator beamlines at the ALS. Their performance has 
been studied carefully on one of these lines and is reviewed. The monitors work as expected and 
show the ALS to be an exceptionally stable source of synchrotron radiation. 0 1995 American 
Institute of Physics. 

1. INTRODUCTION 

Synchrotron light sources in the past have had electron 
beams that move around and adversely affect experiments. 
Sensitive position monitors have been developed for undula- 
tor beams to anticipate this problem at the ALS. The design 
follows a conventional approach’ of sensing differences of 
currents from photoemissive blades which protrude trans- 
versely into the undulator beam. Two monitors are in use on 
ALS undulator beamline 7.0’ and their sensitivity to beam 
motion and to changes of the undulator gap will be dis- 
cussed. They have shown that the ALS storage ring is excep- 
tionally stable and act as precise diagnostics for beam posi- 
tion shifts and drift. 

II. MONITOR DESIGN 

These monitors work in pairs, one at 8.5 m distance from 
the center of the undulator straight inside the shield wall, the 
other at 12.5 m distance, outside the wall. The position of the 
photon beam is measured at each location and projected back 
to the center of the undulator. The first monitor measures 
only the vertical position of the beam with two blades pro- 
truding into the radiation from above and from below. The 
second has four blades at 45”, to stay out of the shadow of 
the first monitor and to measure the horizontal and the ver- 
tical position. The blades are separated transversely by 2.5 
mm. They protrude into the l/y zone of high power radiation 
but not into the diffraction limited undulator central cone. 
This ensures large signals (hundreds of 4) and relative in- 
sensitivity to the light from the bend magnet fringe fields. 

The vertical stability is usually the critical parameter. As 
a pair, the monitors can detect vertical position and angle 
fluctuations of the electron orbit at the center of the undula- 
tor with a resolution of 2 pm and 2 prad, respectively. In the 
horizontal direction the second monitor provides angular in- 
formation. 

The structure to carry the blades is carefully engineered. 
The cooled copper support is symmetric above and below the 
beam and is mounted on a water filled post with brackets 
made of “super-invar.” This reduces the motion of the moni- 
tor with respect to the floor, due to environmental tempera- 
ture changes, to a negligible level. Best measurements of the 
stability of this structure have shown motion less than 1 pm. 

The blades themselves are tapered towards the source so 
that light falls at grazing incidence not only on the leading 
edge, but also down both sides. This reduces the sensitivity 
to angular alignment in the beam. Figure 1 shows the moni- 
tor. The blades are mounted between clearing electrodes, 
normally biased to +75 V. The upper blades are upstream 
and the lower blades are downstream of the support so that 
there is no exchange of electrons vertically between the 
blades. This is a provision in case the detector is to be oper- 
ated reverse biased3 to inhibit its response to low energy 
photons. So far this has not been necessary. The heating of 
the blades in the beam at maximum power, with an undulator 
deflection parameter of K=4 (20 W absorbed per blade) is 
computed to cause a temperature rise of no more than 50 “C 
at the tip and a deformation of no more than 4 pm. 

FIG. 1. Cutaway view of the first photon position monitor, showing the 
blades protruding through the bias plates towards the photon beam. 
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Position error due to amplifier drift. 
Simulated detector currents from a battery. 
Vertical position (pm) = ZOOO*(a-b)/(a+b). 
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FIG. 2. Simulated currents from a battery are used to generate a position 
signal to check amplifier drift, which is seen to be negligible. 

Ill. ELECTRONICS 

Most of the tests reported in this paper were made using 
Keithley model 486 picoammeters. Amplifier stability was 
checked with a battery, which simulated the currents from 
the blades to measure the effective position error from elec- 
tronic drift. Figure 2 shows the result, which is negligible. 
Custom current to voltage converters are being designed,4 
these wil1 be integrated into the ALS control system. 

IV. CALIBRATION AND PERFORMANCE 

Each monitor is equipped with two motors for motion 
over several millimeters transverse to the beam, for position- 
ing and calibration. During operation, a calibration sequence 
is performed by moving the monitor 100 pm or so through 
the beam and observing the change of the signals to deter- 
mine the sensitivity to beam motion. Empirical correction 
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FIG. 3. Apparent source motion from the gap-dependent monitor offset, 
observed by recording data from the monitors as the undulator is changed 
discretely from one constant gap to another. 
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FIG. 4. Power spectrum of vibrational motion of the undulator beam at the 
second monitor, 12.6 m from the source. The rms amplitude is 4.1 pm. 

factors can be determined to minimize cross talk between the 
horizontal and vertical directions for the 45” monitor.3 If the 
signals from the upper blades are “a” and “b” and the lower 
blade signals are “c” and “d”, the signal for vertical posi- 
tion at the detector is 

s(a a+p b-y c-8 d)/(Ly a+/3 b+y c+6 d), 

where a, p, 7, and Sare numbers close to unity to minimize 
cross talk by compensating for unequal quantum efficiencies 
and amplifier gain, s is the vertical sensitivity (s=+2000 ,um 
for the first monitor, 3500 pm for the second). The zero of 
the beam position is arbitrary in that it depends on the detec- 
tor position. This normalization gives negligible error as the 
electron beam intensity decays. 

The sensitivity depends on the undulator gap because 
varying the gap changes the geometrical pattern of illumina- 
tion at the detector. The detectors become less sensitive to 
horizontal motion when the K value is large at small gaps. 

The detector may be deceived by the changing illumina- 
tion as the undulator gap changes and may register the vary- 
ing gap as apparent beam motion.5 This effect is minimized 
by careful positioning of the detector in the beam. The re- 
sidual gap-dependent position offset is then observed by re- 
cording data from the monitors as the undulator gap is 
changed. (There may be some real motion of the undulator 
beam hidden by this varying offset.) The best operating beam 
position for the beamline can be determined from the opti- 
mum monochromator throughput at various undulator gaps 
An empirical gap-dependent offset correction can be found. 
The apparent beam motion arising from the gap-dependent 
offsets is shown in Fig. 3. 

V. STABILITY OF THE FACILITY 

Here we show some ALS stability measurements. Vibra- 
tional stability is excellent, within 10% of the rms electron 
beam size and divergence. Figure 4 shows the spectrum of 
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Vertical position of the electron 
beam at the center of the undulator. 

Vertical angle of the electron 
beam at the center of the undulator. 
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FIG. 5. Stability of the orbit and of the monochromator throughput at beam- 
line 7.0 during steady operation of the ALS. Measurements were made at 1 
Hz. No undulators were changed and no orbit stabilization systems were 
active. 

the vertical motion measured at one of the monitors. Acous- 
tic frequency oscillations are at frequencies from IO to 100 
Hz and give a rms amplitude of vibrational motion at the 
monitor of about 4 /*.m. 

Slow drift is negligible for the duration of a typical ex- 
periment. Figure 5 shows the vertical position and angle of 
the electron orbit at the center of the undulator for beamline 
7.0, measured at 1 HZ over a period of several hours of 
normal operation. None of the undulators were changed dur- 
ing this time. The 12 min oscillations are due to water tem- 
perature fluctuations with a measured amplitude of 20.5 “C. 

The observed level of drift of the electron beam should 
have little effect on the beamline throughput. Figure 5 also 
shows the variation of the flux at the end of the beamline and 
confirms this. It is hard to see a clear correlation between 
throughput variation and beam motion at this level. 

Figure 6 shows the orbit position measurement with the 
undulator in the adjacent straight section closing. Closed or- 
bit compensation is available from an empirically determined 
look-up table to correct the gap dependent steering of this 
undulator. These measurements were made with and without 
compensation. The resulting beam motion is reduced from 
200 to 20 pm. (These measurements were made with proto- 
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FIG. 6. Orbit stability measured at beamline 7.0 during operation with the 
adjacent undulator closing and opening, with and without dynamic closed 
orbit compensation for the gap-dependent steering of the undulator. 

type electronics, the iiuctuations in the data over intervals of 
a few seconds are not real.) 

VI. FUTURE DEVELOPMENTS 

These monitors work, but they are tricky to use correctly. 
Presently no undulator beamline at the ALS requires better 
than the intrinsic orbit stability. This situation may change, at 
which point some collaboration will be required between the 
experimenters at the beamline and the ALS staff, to calibrate 
the monitors and determine precise offset so that they can be 
used in a feedback loop. In monochromator beamlines with 
an entrance slit the first mirror can be pitched slightly to 
correct for orbit shifts up to about 100 pm, beyond this the 
focusing of the first mirror may be compromised and an orbit 
correction is then required. Future UV and soft x-ray undu- 
lator beamlines at the ALS will capitalize on the intrinsic 
orbit stability and will use entrance slitless monochromators. 
For these designs the orbit will probably be actively stabi- 
lized against thermal drift. Active stabilization systems at 
acoustic frequencies seem not to be needed, vibrations seem 
negligible. 
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